### SD - SlimDuct Lineset Cover

#### Dimensions

![Diagram of dimensions with labeled parts: A, B, C, D, E, and dimensions 78.75.]

**Product No** | **A** | **B** | **C** | **D** | **E**
---|---|---|---|---|---
SD-77 | 2.937 | 2.5 | 2.375 | 3.0 | 2.187
SD-100 | 3.937 | 2.75 | 3.375 | 3.75 | 2.5
SD-140 | 5.5 | 3.125 | 4.812 | 5.312 | 2.875

**Dimensions of Screw Holes**

Screw holes are provided at 3.097" pitch (units: inches).

- Screw holes can easily be punched out with a screw driver.

**Units:** Inches

**SlimDuct™, Inc.**
info@slimduct.com
Phone 732-248-0036 • Toll free 866-405-4051 • Fax (732) 248-8068
©2016 SlimDuct, Inc.
MINISPLIT CONDENSER MOUNTING BRACKETS


MINISPLIT CONDENSER RISERS

Air conditioner risers are light, durable and weatherresistant. Designed to allow outdoor unit to be bolted securely and effortlessly. (bolts included)

END CAPS

Optional End Caps available

BASIC INSTALLATION

A PERFECT BLEND OF STYLE, FORM AND FUNCTION

SLIMDUCT SD SERIES

Easy to Install

Easy to Access

Easy to Look At
Beautifully finished to match various building designs!


A COMPLETE RANGE OF ACCESSORIES TO SUIT ANY INSTALLATION

Suitable for Minisplits, High Velocity & Conventional Split Air Conditioning Systems

UV Resistant (Weather Resistant) Rigid Polyvinyl Chloride, Fire Resistant Grade Equivalent to UL-94V-0

Typical SlimDuct Applications

WALL INLET
90° FLAT ELL
COUPLER
END COVER

SD-66 SD-140
SD-77 SD-100

PLAIN & INSULATED FLEXIBLE DRAIN HOSE

Fits the drain outlet on any minisplit system.

Standard Colors:
Ivory, White, Brown (Black & Gray: Special order only)

INSTALLATION TO SUIT ANY ACCESSORIES RANGE OF A COMPLETE